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1996 Lexus ES 300 V6-3.0L (IMZ-FE) ~ Copyright ¢ 2007, ALLDATA  9.50  Page 1
Compression 21250 rpm STO | 1,500 kPa (15.3 kgt/on, 218 psi)
prossure Minimum | 1,000 kPa (102 kgt/em?, 145 psi
Differance of pressure between each cylinder 100 kPa (1.0 kgt/om, 15 psi or less
Vaive atcod Intake | 0.15 — 0.25 mm (0,008 — 0,010 in)
clearance Exhaust | 025 — 0:35 mm (0.010 = 0.014n)
Adjusting shi for repair part Mark 2500 | 2500 mm (0.0884 in)
Mark 2550 | 2550 mm (0.1004 in)
Mark 2800 | 2600 mm (0.1024 in)
Mark 2850 | 2.650 mm (0.1043 in)
Mark 2.700 | 2700 o (0.1063 in)
Mark 2750 | 2.750 mm (0.1083in)
Mark 2800 | 2800 mm (0.102in)
Merk 2850 | 2850 mm (0.1122in)
Mok 2900 | 2900 mm (0,142 in)
Mark 2.950 | 2950 mm (0.1181 in)
Mark 3,000 | 3000 mm (0.1181 in)
Mark 3,050 | 3080 mm (0.1201 in)
Mark 3.100 | 3.100 mm (0.1220 in)
Mark 3,150 | 3.150 mm (0.1240 in)
Mark 3200 | 3.200 mm (0.1260 in)
Mark 3250 | 3.250 mm (0.1280 in)
Mark 3300 | 3.300 mm (0.1289 in)
Ignition timing TE1 and E1 onnedted of DLC1 | 8 — 12° BTDG @ die
Idie speed - o 700 % 50 pm
Tntoke atidie speed | 80 kPa (450 mmHg, 17.7 InHg) or more
manifold
vacuum
Timing beit | Protrusion from housing side 10,0 = 10.8 mm (0394 — 0425 In)
tansioner
Cylindor hesd | Warpege Maximum | 0.10 mm (0,038 in)
Retacing angle 30°,45, 78
Contacting angle &
Contacting width 10— 1.4 mm (0,038 — 0,085 in)
Valve guide bushing bore dimeter STD | 10295 ~ 10.313 mm (04083 ~ 04080 n)
0/5005 | 10.345 ~ 10.363 mm (0.4073 — 0.4080 i
12 pointed head cyiindor head bolt diameter
at tansion portion STD | 8.95 .05 mm (0.3524 — 0.3563 in)
Minimum | 8.75 mm (03445 in)
Vatve guids | Inside diametor 5510 — 5,530 mm (02180 — 02177 in)
bushing Outside diamotor for repaic part STD | 10333 - 10.344 mm (0.4068 — 0.4072 in)
0/3005 | 10.383 ~ 10394 mm (0.4088 — 04052 in)
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